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HS-150 - PREMIUM ACCELEROMETER,
10/30/50/100/250/500 MV/G, WITH BRAIDED
CABLE

HS150 - monikayttoinen premium kiihtyvyysanturi, panssaroitu kaapeli,
10/30/50/100/250/500 mV/g

MSP_VIRTUEMA Hansford
RT_MANUFACT

URER

MSP_VIRTUEMA HS-150

RT_SKU:

Tyyppi: T-akselinen

Teollisuus

Herkkyys: 100 mV/g

Taajuusalue: 0.2-15000 Hz

Mittausalue: +5000¢g

Sovellukset: Condition Monitoring

Saatavana useilla eri konfiguraatioilla:

Product Prefix Product Series Cable Length (if integral cable)
HS - Hansford Sensors 150 - Premium Industrial Vibration Sensor QXX - length specified in metres
Extra Options (if required) Sensitivity Range Resonant Frequency Cable/Connector Mounting Threads
F - Filtered 010 -10mV/g +800g 34kHz (2,040kcpm) 01-PUR 01 - %-28" UNF Female
L - 316L Stainless Steel 030 -30mVig +250g 33kHz  (1,980kcpm) 02 - Braided 02 - %-28" UNF Male
RT - Temperature Qutput PT100 050 -50mVig +160g 32kHz  (1,920kcpm) 07 - Silicon 05 - Quick Fit Female
S -90° Side Exit 100 -100mV/g +80g 30kHz (1,800kcpm) 08 - Flame Retardant 06 - M6 x Tmm Male
T - Temperature Output 250 -250mV/g +32g 28kHz (1,680kcpm) 50 - 2 Pin MS 08 - M8 x 1.25mm Male
Y - 5% tolerance on sensitivity 500 -500mV/g +16g 26kHz (1,560kcpm) 54 - M12 10 - M10 x 1.5mm Male
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1. Esite, (URL: http://www.mip.fi/images/docs/fi/hs150braided.pdf)
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