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GRAS 147EB CCP X-RUGGED MIKROFONISETTI

147EB CCP X-Rugged -mikrofonisarja on erittain vankka mikrofoni, joka on
erityisesti suunniteltu ja optimoitu tieliikenteen jarrujen melun testaukseen.
Mikrofonissa on kolmikerroksinen suojakalvo ja se on testattu Volkswagenin
kanssa Saksassa, jossa se on testattu yli 10 000 kilometria kaikilla pinnoilla ja
kaikissa saaolosuhteissa.
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Tyyppi: CCP
Liitin: BNC
Herkkyys: 50 mV/Pa
Halkaisija: 1"
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Hiljaiset jarrut ovat tarkeita auton omistajille ja meluisat jarrut muuttuvat nopeasti valmistajan kalliiksi
huoltopalveluiksi. Siksi jarrujen melun testaus on niin tarkeaa autonvalmistajille ja jarrukomponenttien
alihankkijoille. Jarrujen testaus ei ole taydellinen ilman kattavaa testausta. Lukemattomat erilaiset
olosuhteet, jotka syntyvat reaalikayton aikana, on tutkittava. Jotta jarrut voidaan testata
tehokkaammin, tarvitaan erittain kestava mikrofoni, joka voi selviytya tuhansista kilometreista tien
testauksesta. Siksi GRASIissa olemme kehittaneet uuden, kestavan mikrofonin, joka on optimoitu
karkeisiin olosuhteisiin ohjaushytissa. Vankka mikrofoni, joka kestaa pitkakestoista altistumista
aarimmaisille lampaotilamuutoksille, vedelle, suolalle, polylle, lumelle ja soran vaikutuksille.
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GRAS 147EB CCP X-Rugged Microphone Set

Developed for the automotive industry — ensuring premium NVH data

Waterproof

Can safely beusad inwet and splashy
conditions- the microphone-preamplifier
housing iscertified watertight according

to IPE7. \
Shock-absorbing Design

Innovative designensure meda T
even during rough tasting, e.£.on proving
grounds or public rosds.

Water, Oil and Dust-resistant Replaceable Grids

Two grids—fitted simuttaneously —with built-in filters
ensure that itcan be used in heavily contaminated
environments with dust, dirt, water, snowand ice.

/ Easy replacement.

Waterproof Connection
Can safely be used in wet and splashy
conditions. Arubber-slesved connection
ensuresdata integrity and survivability during
ocutdoor tests in alltypes of weather.
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Extreme Temperature Performance
Optimized for extreme temperatures without
compromising sensitivity. |t is the most temperature-stable

CCP microphonaon the markat. g"(&

MODEL
\\\ Protected Venting

SPECIFICATIONS
147E8 CCP ¥-Rugzed
MicrapheneSat
IECE1672 class2

Dusl, protected venting praverts
maisturafrom blocking theventing
=nd ruining your messuremants.

Online Calibration Data
Calibration dats for each specific microphone
can be assessad atgras.dk/edata.

Windscreen
A customized and easily replacesble windscreen
constitutesthe outer layer of protectionand guards
againstrain, snow andimpactsfromgravel, etc.
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MSP_VIRTUEMART_PRODDOCS
1. Esite, (URL: http://www.mip.fi/images/docs/fi/produktbro_wheelhouse_brake_noise_147eb_21
6x279-02-2019.pdf)

2. Application Note - Brake Noise Testing , (URL: http://www.mip.fi/images/docs/fi/app-
brake_noise_testing-bro_216x279_01-2019-low.pdf)
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https://www.youtube.com/watch?v=3UYdyzTP9IE
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