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MEASURING ENVIRONMENT SINCE 1986

LP284 - LOOP POWER SENSOR, VELOCITY,
4-20 MA OUTPUT, SIDE EXIT, M8 CAPTIVE
BOLT

LP284 - Nopeusanturi, loop power, 4-20 mA ulostulo, M8 liitanta sivulla

Valmistaja: CTC

Tuotenumero: LP284

Tyyppi: 4-20 mA
T-akselinen

Sovellukset: Kunnonvalvonta

Saatavilla seuraavilla kokoonpanoilla:

LP2841E = = — |, LP2842E {= = . | LP2843E {— = _ }
2 Pin Connacior Iritegral Cable fraz Lama T Amared Inlegral Cable | == Fo
1.7 in 137 in 1.37 in
[34.8 mm| {u mm HEX HEAD (348 mm] 13 mim HEX MEAD 4.8 mmj Eﬂ,mm HEX HEAD

ALMGHBIEMNT
GLIDE |Plhlb

[ 88 X 1.25 MOUNTING BOLT =1
[429 mm| ME x 1,25 TAPFED HOLE

@0ZTin D0
6.8 mm]  [4.5 mm]

MR X 128 MOUNTING BOLT

ME x 128 TAPPED HOLE

S025n
164 mmj

M O 125 MOUNTING BOLT
ME 1,25 TASPED HOLE

I F0.55 in
0,58 in e *I [R14.9 mmi Fel), 55 i
& LB 145
[R14.5 mm) B 1383 mem] S EiC 1] mm]

[55.5 meen] 1984 mm{ L [48.2 mm|

Dokumentit
1. Esite, (URL: http://www.mip.fi/images/docs/fi/Ip284.pdf)

MIP Electronics Oy f www.facebook.com/mipelectronics
Palokorvenkatu 2, 04250 Kerava

Puh. (010) 3222 631 in www.linkedin.com/company/mip-electronics-ltd-/
sales@mip.fi

www.mip.fi Jﬁ, www.youtube.com/channel/UCpKEF_7bS4dMC4qPokUAgDQ



http://www.mip.fi/images/docs/fi/lp284.pdf

28.04.20250

miP

MEASURING ENVIRONMENT SINCE 1986

Lisdkuvat ja videot

MIP Electronics Oy f www.facebook.com/mipelectronics

Palokorvenkatu 2, 04250 Kerava

Puh. (010) 3222 631 in www.linkedin.com/company/mip-electronics-ltd-/
sales@mip.fi

www.mip.fi &b www.youtube.com/channel/UCpKEF_7bS4dMC4qPokUAgDQ




28.04.20250

miP

MEASURING ENVIRONMENT SINCE 1986

MIP Electronics Oy f www.facebook.com/mipelectronics

Palokorvenkatu 2, 04250 Kerava

Puh. (010) 3222 631 in www.linkedin.com/company/mip-electronics-ltd-/
sales@mip.fi

www.mip.fi &b www.youtube.com/channel/UCpKEF_7bS4dMC4qPokUAgDQ



http://www.tcpdf.org

